CHAMELEON/MAX-LIFE™STUDWELDING ELECTRODES

Inc. (800) 933-6779, FAX: (205) 663-3221 Authorized Distributor CMW Inc.
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ORDER BY CMW PART NUMBER ONLY

Stud Screw | CMW® 3 | Ceramic Coated Elkonite®
Welding Thread "H" Base Stainless Steel Faced
Assemblies Size Sleeve Cap
16-37325-116 #4 116 16-37325 16-953116 16-37325-C116
16-37325-132 #5 132 16-37325 16-953132 16-37325-C132
16-37325-140 #6 .140 16-37325 16-953140 16-37325-C140
16-37325-169 #8 .169 16-37325 16-953169 16-37325-C169
16-37325-169 4MM .169 16-37325 16-953169 16-37325-C169
16-37325-191 #10 191 16-37325 16-953191 16-37325-C191
16-37325-204 5MM .204 16-37325 16-953204 16-37325-C204
16-37325-220 #12 .220 16-37325 16-953220 16-37325-C220
16-37325-243 6MM .243 16-37325 16-953243S 16-37325-C243
16-37325-254 .250 .254 16-37325 16-953254S 16-37325-C254
(o
Stud Screw |CMW® 3 | Ceramic Coated Elkonite®
Welding Thread "H Base Stainless Steel Faced
Assemblies Size Sleeve Cap
16-37525-243 6MM .243 16-37825 16-953243 16-37525-C243
16-37525-254 .250 .254 16-37825 16-953254 16-37525-C254
16-37525-320 312 .320 16-37825 16-953320 16-37525-C320
16-37525-320 8MM .320 16-37825 16-953320 16-37525-C320
16-37525-380 .375 .380 16-37825 16-953380 16-37525-C380

(0

Stud Screw CMW® 3 Ceramic Coated Elkonite®
Welding Thread "H ase Stainless Steel Faced

Assemblies Size Sleeve Cap

16-37526-399 | 10MM .399 16-37526 16-953399 16-37526-C399
16-37526-444 438 444 16-37526 16-953444 16-37526-C444
16-37526-477 | 12MM ATT 16-37526 16-953477 16-37526-C477
16-37526-502 .500 .502 16-37526 16-953502 16-37526-C502
16-37526-630 .625 .630 16-37526 16-953630 16-37526-C630

FOR 5/8" DIA.

FOR 1" DIA.

AND 1 1/4" DIA.

+USE[COOLING CHAMBER 18-1340P.24 |

*MAY BEUSED WITHHOLDERS 18-169, 18-170, 18-171 P.29
* FORUSE WITH PLATEN MOUNTED HOLDERS USE

+HOLDERS WITH 5RW TAPERS USE W

BENT DIMENSIONS REFERENCE ONLY 21



